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smart & fast ...



Color StuccoTM

Color StuccoTM is a colored 
surfacing material.  It is a 
single component filled poly-
mer based coating.  It cures on 
exposure to ambient condi-
tions.

Application of Color StuccoTM 
gives structural integrity to the 
cement plaster surface, which 
otherwise becomes weak due 
to weathering and water 
damage.

The material is a viscous liquid with a viscosity in the range 2500-3500 cP.  The den-
sity is in the range 1.6-1.8 g/cc.  The material when applied dries quite rapidly within 
30 minutes and fully cures in 4-6 hours. 

Thickness:  Color StuccoTM gives a coverage of 150 g/sft for a thick-
ness of 1.25 mm to 1.75 mm coating.  Compare this with traditional 
paint, which gives 0.025 mm per coating layer.  A primer and two 
coat paint gives only 0.075 mm.  Color StuccoTM is 15 to 25 times 
thicker than paint. 

Adhesion and Durability:  Color StuccoTM has high polymer content 
and exhibits excellent bond strength to cement plaster and concrete.  
It is strong enough to bond to most substrates such as metal, wood, 
plastic, glass and fiberboards.  It also functions as an additional poly-
mer plaster layer and holds brittle and loose cement-plaster together.  
It effectively prolongs the life of the building surface.

Benefits

1 Step Application:  A single application of Color StuccoTM gives a 
1.25 mm to 1.75 mm colored coating.  This is a great time saver 
compared to one coat of primer and two coats of paint.  Just imagine 
the convenience in coloring a multi-storey building 20 floors high.

2 in 1

2 in 1:  Both coloring and polymer plastering is achieved with Color 
StuccoTM.  Further the pigments used in it have excellent UV stability 
to outdoor exposure and conform to global health and safety norms.  
All our colors are free of heavy metals and conform to EU 
REACH/RoHS and US OSHS/EPA standards.

Anti-Fungal-Bacteria-Mildew:  Color StuccoTM has built-in materials 
to prevent fungal and bacterial growth.  The surface will always be 
healthy, even in highly moist evironments such as coastal areas.  The 
product is designed for Indian monsoons. 



Application
Color StuccoTM is designed for spray application.  Both rough texture and smooth 
texture finishes can be achieved with ease.  The spray application is quick and fast.

Rough Stucco Texture
Hopper or Pressure Pot 
Air Assisted Spray System

Smooth Stucco Texture
Airless Spray System

Manual Stucco Teuture

Spray application provides very high 
productivity. Three persons can execute 
5000 sft/day for rough stucco texture 
and 10,000 sft/day for smooth stucco 
texture.  

Only one spray application is required 
to give the designed thickness of 1.25 
mm to 1.75 mm.

Spray application is ideal when large 
areas have to be finished rapidly such 
as high-rise apartments, commercial 
buildings, homes and compound walls.

Manual application is recommended for 
small jobs.  Brushes, trowels and roll-
ers can be used for exotic finishes.



TX-9610 Flamingo Pink TX-9405 Pastel Blue TX-9105 Sahara Cream

TX-9505 Pastel Green TX-9605 Earth Pink TX-9150 Desert Yellow

TX-9705 Monsoon Grey TX-9110 Arctic Cream TX-9010 Everest White

TX-9620 Ferric Red TX-9410 Pacific Blue TX-9710 Solstice Black

TX-9510 Conifer Green TX-9155 Citrus Yellow TX-9615 Delicious Red

Manufactured By:
Colourtech Products Private Limited
Plot No. 81D, A Block, Phase I, Road No. 8
KIADB Jigani Industrial Area, Jigani Hobli
Bangalore - 562 106, Karnataka, INDIA
P: +91-80-2780-9288  M: +91-994-594-4556
E: sales@colourtechpigments.com     
W: www.surfacelabsindia.comKEROX


